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Specifications - Cogan Condo Locker System 
 
 
 
Panels 
Panels shall be unframed galvanized Wire Mesh - 6ga & 8ga - with 2’’ x 2’’ openings. 
 
Posts 
Posts shall be 1-1/2’’ x 1-1/2’’ galvanized square seam-welded tubing engineered for 
perfect support and rigidity.  Posts shall have adjustable base plate 1-1/2’’ x 5’’ x 1/8’’ 
and telescopic sleeve to anchor into the ceiling. 
 
Doors 
Doors shall be framed with 1-1/4’’ x 1-1/4’’ - 12ga heavy duty structural angle shaped 
for extra strength and corners shall be notched and seam-welded.  Wire Mesh shall 
be 2’’ x 2’’ - 10ga clean bright wire, resistance welded to the frame at every 6”.   
Doors shall be reinforced with one diagonal 1/2’’ stay bar, and equipped with a pair of 
hinges, doors stoppers and a padlock hasp. 
 
Back-Panels 
Back-Panels shall be the same material as Wire Mesh Panels. 
 
Finish 
Finish shall be Cogan’s Standard powder coat “Cogan Gray” finish on doors, base 
plates and extension posts.  Wire Mesh and Posts shall be galvanized material. 
 
Hardware 
All necessary assembly fasteners shall be provided except for floor anchors. 
 
Installation 
Installation shall be made in accordance with the instructions shown on the 
installation drawings and related documents. 

 














